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" MEDIAN AND CURB

AND GUTTER SCHEDULE

COMBINATION

CONCRETE PROTECTIVE
LOCATION MEDIAN, CURB AND COAT
STATION TO STATION TYPE GUTTER,
SM-6. 24 TYPE M-6. 06
SQ FT FOOT SQ YD
IL 13
WILLIAMSON COUNTY
EASTBOUND LANES:
WESTBOUND LANES:
LT. 322+15 TO  322+87 89. 0| 13.6
LT. 322+10 TO  322+92 91. 0 10. 4
WILLTAMSON COUNTY TOTALS: 91 89 24
PROJECT TOTALS: 91 89| 24

NOTE:

FOR THE TOTAL OF PROTECTIVE COAT, SEE PAVEMENT SCHEDULE, SHEET NO. 23

EXCAVATION SCHEDULE

FOR INFORMATION ONLY

LOCATION EARTH AVERAGE EARTH EARTHWORK FURNISHED
STATION TO STATION EXCAVATION | SHRINKAGE | EXCAVATION EMBANKMENT BALANCE EXCAVATION
FACTOR ( ADJUSTED) WASTE (+) SHORTAGE (-)
CU YD A CU YD CU YD CU YD CU YD
IL 13
WILLIAMSON COUNTY
WESTBOUND LANES:
LT. STA 324+00 TO STA 327+76. 23 14 297 9. 6 165, 8 -156. 2 156, 2
WILLTAMSON COUNTY TOTALS: 14 0O} 10 166 -156 156, 2
PROJECT TOTALS: 14 156. 2

F.AP. TOTAL | SHEET
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